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NSW-G8-01
Gigabit LAN switch 8 poorts

8 Poorts-
Gigabit Switch-
10/100/1000 Mbps-

Kenmerken

8-poorts Gigabit LAN switch-
Acht 10/100/1000 Mbps Ethernet poorten (RJ45 connectors)-
Alle poorten ondersteunen full/half duplex mode en auto-
negotiation

-

Ondersteunt Auto-MDI/MDI-X functie-
Inclusief voedingsadapter-

Specificaties

Standards: IEEE 802.3 10Base-T, IEEE 802.3u 100Base-TX, IEEE
802.3ab 1000Base-T, IEEE 802.3x
Cabling: UTP Cat.3 or up for 10BASE-T; UTP Cat.5 or up 100BASE-
TX/1000Base-T
Power consumption: 5 V DC up to 1 A
Dimensions: 130 x 59 x 21 mm
Net weight: 80 g
Operating temperature: 0 ~ 40 °C
Storage temperature: -40 ~ 70 °C
Operating humidity: 10 ~ 90 %RH (non-condensing)

Certificaat/CertificatenVerpakking

Inhoud verpakking

Gigabit LAN switch
Power adapter
Patch cord

Verpakkingshoeveelheid/stuks
Volume doos/CUM
Gewicht doos/kg
Afmetingen productverpakking LxBxH:
Afmetingen transportverpakking LxBxH:
Land van herkomst
Streepjescode
Douanecode

50
0.04466
9.78
135x85x130 mm
440x290x350 mm
TW
8716309123020
8522900090
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