
PRODUCT DATA SHEET
Thermal Grizzly Conductonaut
Description:
Thermal Grizzly Conductonaut is a high perfor-
mance liquid metal themal compound. 

Properties:
Thermal Grizzly Conductonaut liquid metal thermal 
compound is based on a eutectic alloy. A special 
combination of metals like tin, gallium and indium 
results in very high thermal conductivity and excel-
lent long-term stability.

Application:
Thermal Grizzly Conductonaut is recommended for 
applications that require extremely high thermal 
conductivity at room temperature – e.g. between 
a silicon chip PC microprocessor and heat sink. The 
liquid metal compound compensates even the 

slightest irregularities, which can not be achieved 
with convenstional thermal greases. 

Storage:
Thermal Grizzly Conductonaut should be stored 
boxed and under dry conditions at room tempe-
rature.
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Property Value/Description
Density 6,24g/cm³
Application temperature 10° C bis 140° C
Thermal conductivity 73 W/mk 
Consistency liquid
Color silver

Property Value/Description
Standard sizes 1g
Possible thickness variable
Silicone based no
Typical Application CPUs, GPUs, 
 Notebooks, ICs

Trademark Information:
Thermal Grizzly is a registered trademark.

Please note:
The data in this technical data sheet are based on 
our current knowledge and experience. Due to the 
large amount of possible factors, this should not be 
construed as to release the users from doing their own 
tests and screening. No legally binding assurance 

of specific properties or applicability for a concrete  
purpose should be derived from these data. Please 
consider contacting us for further detail.

It is the responsibility of the recipient of our products 
to ensure that any proprietary rights and existing laws 
and legislation are observed.
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*following DIN 51412-1
All of these data were determined and confirmed with the technical facilities of http://overclocking.guide.

PRODUKTDATENBLATT
Thermal Grizzly Conductonaut
Beschreibung:
Thermal Grizzly Conductonaut ist eine Hochleis-
tungs-Flüssigmetall Wärmeleitpaste 

Eigenschaften:
Thermal Grizzly Conductonaut ist eine Flüssigmetall 
Wärmeleitpaste  basierend auf einer eutektischen 
Legierung. Durch ein spezielles Mischungsverhältnis 
aus u.a. aus den Metallen Zinn, Gallium und Indium 
wird ein sehr hoher Wärmleitwert und hervorragen-
de Langzeitstabilität erzielt. 

Anwendungen:
Thermal Grizzly Conductonaut wird bei An-
wendungen eingesetzt, die eine extrem hohe 
Wärmeleitfähigkeit bei Raumtemperatur vorausset-
zen – zum Beispiel zwischen Silizium-Chip eines PC-

Mikroprozessors und Kühlkörper. Durch die fl üssigen 
Bestandteile können auch winzige Poren und 
Spalten ausgeglichen und gefüllt werden, was bei 
konventioneller Wärmeleitpaste durch die festen 
Partikel nur bedingt möglich ist. Die metallische 
Oberfl äche von Kühler und Kühlkörper wird be-
netzt.

Lagerbedingungen:
Thermal Grizzly Conductonaut sollte in trockenen 
Räumen bei Raumtemperatur und originalverpackt 
gelagert werden 
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Einheit Wert/Beschreibung
Dichte 6,24g/cm³
Anwendungstemperatur 10° C bis 140° C
Wärmeleitfähigeit 73 W/mk 
Konsistenz fl üssig
Farbe silber

Einheit Wert/Beschreibung 
Standardgrößen 1g
Stärke variabel
Silikonbasiert nein
Typische Anwendungen CPUs, GPUs, 
 Notebooks, ICs

Markeninformation:
Thermal Grizzly ist eine eingetragene Marke.

Zur Beachtung:
Die Angaben in diesem technischen Datenblatt 
basieren auf unseren derzeitigen Kenntnissen und 
Erfahrungen. Sie befreien den Verarbeiter und 
Anwender wegen der Fülle möglicher Einfl üsse 
bei der Anwendung nicht von eigenen Prüfun-

gen und Versuchen. Eine rechtlich verbindliche 
Zusicherung bestimmter Eigenschaften oder der 
Eignung für einen konkreten Einsatzzweck kann aus 
unseren Angaben nicht abgeleitet werden. Je 
nach Einzelfall empfehlen wir Rücksprache mit uns. 

Etwaige Schutzrechte sowie bestehende Gesetze 
sind vom Empfänger unserer Produkte in eigener Ver-
antwortung zu beachten.
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*gemäß DINDIN 51412-1
o. g. Angaben konnten mit den technischen Einrichtungen von http://overclocking.guide ermittelt und bestätigt werden.


